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SPECIFICATIONS

  

ARTICLE
Designation : TRICOCLAIR hose
Code bobet :  See table below
Selling Unit : Meter

Non-contractual pictures

Code Description  Code Description  Code Description
9126      Diam.6.3 / length 25 m  
9127      Diam.8 / length 25 m  
225      Diam.8 / length 50 m  
9128      Diam.10 / length 25 m  
226      Diam.10 / length 50 m  

9129      Diam.12 / length 25 m  
227      Diam.12 / length 50 m  

9133      Diam.15 / length 25 m  
228      Diam.15 / length 50 m  

9134      Diam.20 / length 25 m  

229      Diam.20 / length 50 m
9135      Diam.25 / length 25 m
230      Diam.25 / length 50 m
9136      Diam.30 / length 25 m
9141      Diam.32 / length 25 m
9152      Diam.38 / length 25 m

CHARACTERISTICS

- High performance, multi purpose reinforced, food quality hose
-  High  resistant  three-layer  design,  in  flexible,  transparent,  class  A  PVC,  with  high  resistant  polyester  fiber
reinforcement
Point 1 - Flexible PVC food grade lining
Point 2 - Polyester textile reinforcement
Point 3 - Flexible PVC food grade inner tube

- Temperature : -15 to +60°C

COUPLINGS : Quick couplings, swaged couplings, barbed or serrated couplings. Band, worm drive, screw or butterfly
clamps. We recommend checking before assembly that the fittings cannot harm the inner wall.

CHEMICAL RESISTANCE : TRICOCLAIR AL® possesses broad chemical compatibility. Amongst the products compatible
under  certain  temperature  and  concentration  conditions,  we  mention  :  certain  acids  (hydrochloric,  acetic,  boric,
citric,  nitric,  phosphoric...)  ;  certain  bases  (sodium  hydroxide,  potassium...)  ;  bleach  ;  sea  water  ;  salts  (certain
chlorides, nitrates, sulphates, phosphates, carbonates...) 
The transfer of hydrocarbons causes a loss of flexibility making this hose breaking.

ADVANTAGES :
The unique formula of the materials used in TRICOCLAIR AL® provides it with flexibility, long service life, higher UV
ray resistance and greater transparency. It is suitable for contact with food products and even alcohols up to 50% by
volume can be carried, up to a temperature of 40°C. For its part, the balanced reinforcement provides high pressure
resistance with little deformation. Thus, it can withstand long and frequent pressure impulse cycles.
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APPLICATIONS :
- APPLICATIONS : 
Multi  purpose  hose  suitable  for  several  applications  :  Supplying  compressed  air  for  tools  and  machines,  carrying
industrial  gases,  carrying  foodstuffs  (fruit  juices,  alcohols,  wines,  milk...),  carrying  certain  chemical  products
(industry, medical, laboratories), supplying water (water treatment)

- SECTORS OF ACTIVITY : 
Automotive  industry,  assembly  plants,  plastics  industry,  food  production  industry,  construction,  garages  (for  cars,
lorries and agricultural machinery), woodworking...

ALIMENTARITY :
The manufacturer certifies that the TRICOCLAIR A®L hose is  in compliance with the EU Regulation 10/2011 and is
designed for contacts with foodstuffs. It is also phthalate free since July 1st, 2008.

Inner diameter
(mm)

Outer
diameter (mm)

Burst pressure
PLNE (bar)

Max pressure
(bar)

Wall thickness
(mm)

Bend diameter
(mm)

Weight
(Kg/m)

6.3 11 66 22 2.35 39 0.076

8 14 60 20 3 54 0.124

10 16 60 20 3 74 0.146

12 19 60 20 3.5 90 0.204

15 23 60 20 4 120 0.291

20 28 60 20 4 170 0.361

25 34 48 16 4.5 219 0.5

30 41 40 13 5.5 277 0.748

32 42 36 12 5 320 0.697

38 48 36 12 5 420 0.81

40 52 32 10 6 460 1.04

50 64 28 9 7 600 1.467
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